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ing, or multiple processors or processor cores or on other
parallel architectures, rather than sequentially. In addition,
different tasks or processes can be performed by different
machines and/or computing systems that can function
together.

[0194] The various illustrative logical blocks, modules,
and algorithm elements described in connection with the
embodiments disclosed herein can be implemented as elec-
tronic hardware, computer software, or combinations of
both. To clearly illustrate this interchangeability of hardware
and software, various illustrative components, blocks, mod-
ules, and elements have been described above generally in
terms of their functionality. Whether such functionality is
implemented as hardware or software depends upon the
particular application and design constraints imposed on the
overall system. The described functionality can be imple-
mented in varying ways for each particular application, but
such implementation decisions should not be interpreted as
causing a departure from the scope of the disclosure.

[0195] The various illustrative logical blocks and modules
described in connection with the embodiments disclosed
herein can be implemented or performed by a machine, such
as a processing unit or processor, a digital signal processor
(DSP), an application specific integrated circuit (ASIC), a
field programmable gate array (FPGA) or other program-
mable logic device, discrete gate or transistor logic, discrete
hardware components, or any combination thereof designed
to perform the functions described herein. A processor can
be a microprocessor, but in the alternative, the processor can
be a controller, microcontroller, or state machine, combina-
tions of the same, or the like. A processor can include
electrical circuitry configured to process computer-execut-
able instructions. In another embodiment, a processor
includes an FPGA or other programmable device that per-
forms logic operations without processing computer-execut-
able instructions. A processor can also be implemented as a
combination of computing devices, e.g., a combination of a
DSP and a microprocessor, a plurality of microprocessors,
one or more microprocessors in conjunction with a DSP
core, or any other such configuration. Although described
herein primarily with respect to digital technology, a pro-
cessor may also include primarily analog components. For
example, some or all of the signal processing algorithms
described herein may be implemented in analog circuitry or
mixed analog and digital circuitry. A computing environ-
ment can include any type of computer system, including,
but not limited to, a computer system based on a micropro-
cessor, a mainframe computer, a digital signal processor, a
portable computing device, a device controller, or a com-
putational engine within an appliance, to name a few.

[0196] The elements of a method, process, or algorithm
described in connection with the embodiments disclosed
herein can be embodied directly in hardware, in a software
module stored in one or more memory devices and executed
by one or more processors, or in a combination of the two.
A software module can reside in RAM memory, flash
memory, ROM memory, EPROM memory, EEPROM
memory, registers, hard disk, a removable disk, a CD-ROM,
or any other form of non-transitory computer-readable stor-
age medium, media, or physical computer storage known in
the art. An example storage medium can be coupled to the
processor such that the processor can read information from,
and write information to, the storage medium. In the alter-
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native, the storage medium can be integral to the processor.
The storage medium can be volatile or nonvolatile.

[0197] Conditional language such as, among others,
“can,” “could,” “might” or “may,” unless specifically stated
otherwise, are otherwise understood within the context as
used in general to convey that certain embodiments include,
while other embodiments do not include, certain features,
elements and/or steps. Thus, such conditional language is
not generally intended to imply that features, elements
and/or steps are in any way required for one or more
embodiments or that one or more embodiments necessarily
include logic for deciding, with or without user input or
prompting, whether these features, elements and/or steps are
included or are to be performed in any particular embodi-
ment.

[0198] Disjunctive language such as the phrase “at least
one of X, Y, or Z,” unless specifically stated otherwise, is
otherwise understood with the context as used in general to
present that an item, term, etc., may be either X, Y, or Z, or
any combination thereof (e.g., X, Y, and/or Z). Thus, such
disjunctive language is not generally intended to, and should
not, imply that certain embodiments require at least one of
X, at least one of Y, or at least one of Z to each be present.
[0199] Any process descriptions, elements or blocks in the
flow diagrams described herein and/or depicted in the
attached figures should be understood as potentially repre-
senting modules, segments, or portions of code which
include one or more executable instructions for implement-
ing specific logical functions or elements in the process.
Alternate implementations are included within the scope of
the embodiments described herein in which elements or
functions may be deleted, executed out of order from that
shown, or discussed, including substantially concurrently or
in reverse order, depending on the functionality involved as
would be understood by those skilled in the art.

[0200] Unless otherwise explicitly stated, articles such as
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a” or “an” should generally be interpreted to include one or
more described items. Accordingly, phrases such as “a
device configured to” are intended to include one or more
recited devices. Such one or more recited devices can also
be collectively configured to carry out the stated recitations.
For example, “a processor configured to carry out recitations
A, B and C” can include a first processor configured to carry
out recitation A working in conjunction with a second
processor configured to carry out recitations B and C.
[0201] It should be emphasized that many variations and
modifications may be made to the above-described embodi-
ments, the elements of which are to be understood as being
among other acceptable examples. All such modifications
and variations are intended to be included herein within the
scope of this disclosure

What is claimed is:

1. A method implemented by a system of one or more
processors, the system being included in a vehicle, and the
method comprising:

causing presentation, via a display of the vehicle, of a

unified user interface comprising a combined view
which aggregates an autonomous visualization and
map information, the autonomous visualization and
map information being associated with a zoom level,
wherein the unified user interface is generated based on
first contextual information indicative of operation of
the vehicle;



